
Scupper Flashing

NOTES:
1. APPROVED FOR USE BETWEEN ANY RUBEROID® SMOOTH SBS AND ANY RUBEROID® GRANULE SBS (COLD-ADHESIVE APPLIED).
2. REFER TO THE GAF PMMA FLASHING INSTALLATION INSTRUCTIONS FOR PROPER SURFACE TREATMENT OF ALL MATERIALS.
3. REFER TO GAF DETAILS 075600-906 & 075600-907 FOR GAF PMMA FLEECE CONFIGURATIONS, CUTTING, FOLDING, & LAPPING TECHNIQUES.
4. PMMA FLASHING IS COVERED UNDER THE APPLICABLE SYSTEM WARRANTY.
5. REFER TO NRCA GUIDELINES FOR ARCHITECTURAL METAL FLASHINGS FOR SCUPPER DETAILS.

RUBEROID® SMOOTH MEMBRANE, SEE
NOTES #1 & #2

APPROVED SUBSTRATE, SEE NOTE #2

6"
[152 mm]

MIN.

GAF PMMA BOTTOM COAT

GAF PMMA FLEECE, SEE NOTE #3

GAF PMMA TOP COAT

RUBEROID® GRANULE MEMBRANE,
SEE NOTES #1 & #2

RUBEROID® SMOOTH TARGET

BEAD OF M-BOND™ ADHESIVE SEALANT

2" [51 mm]
MIN. (TYP.)

6" [152 mm]
MIN.

4" [102 mm]
MIN.

1
4" [6 mm]

MAX.

SHEET METAL SCUPPER LINER
AND CLOSURE, SEE NOTES

#2 & #5

ROOF ASSEMBLY

FOR PMMA FLASHING AT BASE OF WALL
REFER TO GAF DETAIL 075600-341
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