Dura Grip™ Adhesive

DURA GRIP

™

ADVANCED
SEALANT

Don’t let the wind win

Wind. We can’t control it, but we can resist
it. Dura Grip™ Adhesive helps protect your
roof investment from winds and wind-driven
rain. And that’s not all. When combined
with LayerLock™ Technology and the
required combination of four qualifying GAF
Accessories, it helps provide the holding
power behind the WindProven™ Limited Wind
Warranty — the industry’s first wind warranty
with infinite wind speed protection.
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Dura Grip™ Adhesive plus
LayerLock™ Technology
power the WindProven™
Limited Wind Warranty

GAF Shingle featuring
LayerLock™ Technology
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Dura Grip™ Adhesive helps create
a strong protective bond on all GAF
Shingles. But that’s not all. When it’s
combined with our patented LayerLock™
Technology, it pairs with the smooth
microgranule surface of the StrikeZone™
nailing area for a fast tack. The two
innovative technologies work together
to create a bond so strong that GAF
was able to introduce the industry’s first
wind warranty with no maximum wind
speed limitation.
When installed with the required
combination of four qualifying GAF
accessories, Timberline® Shingles with
LayerLock™ Technology qualify for the
WindProven™ Limited Wind Warranty.*
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1. Alignment guide
2. StrikeZone™ Nailing Area
3. Dura Grip™ Adhesive
4. LayerLock™ Technology
5. Smooth microgranule surface

* 15-year WindProven™ limited wind warranty on Timberline® Shingles
with LayerLock™ Technology requires the use of GAF starter strips,
roof deck protection, ridge cap shingles, and leak barrier or attic
ventilation. See GAF Roofing System Limited Warranty for complete
coverage and restrictions. Visit gaf.com/LRS for qualifying
GAF products.

Visit gaf.com/windproven

We protect what matters most
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The strong Dura Grip™ Adhesive bond
helps GAF Shingles pass the industry’s
two toughest wind resistance tests:
ASTM D3161, Class F, 110 mph, and
ASTM D7158, Class H, 150 mph
(testing performed under controlled
laboratory conditions).
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Tested
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Once your roofer nails the shingle
in place the sun’s heat activates the
Dura Grip™ Adhesive, creating a
strong bond between the shingle
and the layer below it. The activated
adhesive also acts as a sealant that
helps prevent water penetration at the
leading edge of each row of shingles.
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That’s our proprietary Dura Grip™
Adhesive.
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Under every GAF Shingle you’ll find
a long black strip of tacky adhesive,
running the length of the shingle, just
a few inches from the edge.
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Protection against
wind and rain
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Dura Grip™
Adhesive

*

INFINITE WIND
SPEED PROTECTION

