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1.5”

On a prepped and cleaned 
deck, install QuickStart® Peel 
& Stick Starter Roll along the 
eave and over the rakes

Install leak barrier in the field 
of the proposed solar array

Install VersaShield® SOLO™ 
Fire-Resistant Slip Sheet

Install initial rows of shingles 
up to the proposed location 
of the starter bars

Install QuickStart® Peel & 
Stick Starter Roll over the 
shingle headlap

Step 1 
Prep the Roof

1A 1B

1D1C

1E



Position the grounding 
(Weeb) lug on the MLPE 
Bracket

Install the power electronics 
and grounding lug on the 
MLPE Bracket

Install the 5 solar mounting 
feet including the MLPE 
Bracket

Step 2 
Build the Solar Module Assembly

2A 2B

Connect PV wires

2D

Ensure proper wire 
management 

2E

2C



Step 3
Install the Starter Bar

Position the left starter bar Fasten the starter bar 
to the deck. Repeat this 
to complete the row of 
starter bars, checking for 
alignment.

3A 3B



Hook solar module 
assemblies onto the  
starter bar

Align the right side of the 
module to the right edge of 
the starter bar

*Create the MLPE map during module assembly

Slide solar module 
assemblies together and 
make electrical connections 
between them

Install grounding

Step 4 
Install the First Row of  
Solar Module Assemblies

4A 4B

4E

4C

Fasten assemblies to the 
roof deck

4D



Step 5 
Install Remaining Solar Module Assemblies 
in the Solar Array

Install subsequent rows of 
solar module assemblies

Electrically connect row 
to row. Repeat this step for 
each row.

5A 5B



Step 6
Install Side Flashings

Install starter bar covers

Install the counterflashing

Install the step flashing

6B6A

6C



Step 7 
Install Top Flashing

Install top flashing  
support and position  
the DynoBond™ Clip

Nail the row of top flashings 
in place

Install top corner flashings 
and grounding

Position top flashings and 
install the grounding clips 
on the top flashing

7A 7B

7D

7E

7C

Install top flashing  
frame insert  



Step 8 
Top Flashing Weatherization  
& Shingle Integration

Install leak barrier over the 
top corner flashing

Roll out the QuickStart® Peel 
& Stick Starter Roll over the 
leak barrier

Shingle around the top 
flashing

Install leak barrier over the 
row of top flashings

8B8A

8C 8D

Note:   
As a part of its continuing efforts to improve the performance of its products, GAF periodically 
makes changes to its products and application specifications. The company reserves the  
right to change or modify, at its discretion, any of the information, requirements, specifications, 
or policies contained herein. This quick guide provides an overview of the application 
instructions for guidance purposes only. This guide is not all-inclusive and not a substitute  
for reading the full application instructions or for good roofing practice. You should always  
refer to the current full application instructions at gaf.com prior to beginning installation.
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