
NOTE:

1. THIS DETAIL DRAWINGS IS PROVIDED BY GAF FOR THE SOLE PURPOSE OF OBTAINING A GAF SYSTEM WARRANTY OR GUARANTEE AND IS NOT A SUBSTITUTE

FOR PROFESSIONAL DESIGN SERVICES. GAF MAKES NO REPRESENTATION OR WARRANTY WITH RESPECT TO CODE COMPLIANCE OR SUITABILITY OR THIS

DETAIL FOR ANY PARTICULAR PROJECT.

2. REFER TO THE APPROPRIATE ATTACHMENT TABLES FOR DETAILED INSTALLATION REQUIREMENTS REGARDING DECK TYPE, PLATE & FASTENER TYPE, AND MIN.

EMBEDMENT.

3.

METAL DECK

2 LAYERS OF

ENERGYGUARD

™

ROOF INSULATION

GAF APPROVED

COVER BOARD

(SEE NOTE 2)

CONCRETE DECK

ENERGYGUARD

™

ROOF INSULATION

GAF APPROVED

COVER BOARD

(SEE NOTE 2)

2 LAYERS OF

ENERGYGUARD

™

ROOF INSULATION

1.

2.

3. CLEAN METAL AND MEMBRANE WITH EVERGUARD

®

 TPO SEAM CLEANER AND ALLOW TO DRY. ONCE DRY, PRIME METAL AND MEMBRANE WITH EVERGUARD

®

 TPO

PRIMER BEFORE INSTALLING EVERGUARD

®

 TPO COVER TAPE.

4. THIS DETAIL IS NOT TO BE USED ON SLOPES GREATER THAN 1:12. FOR SLOPES GREATER THAN 1:12, REFER TO EVERGUARD

®

 DETAIL 218 OR 219.

5. DO NOT OVERLAP ENDS OF FLASHING STRIP/COVER TAPE.

1.

2.

3. CLEAN METAL AND MEMBRANE WITH EVERGUARD

®

 TPO SEAM CLEANER AND ALLOW TO DRY. ONCE DRY, PRIME METAL AND MEMBRANE WITH EVERGUARD

®

 TPO

PRIMER BEFORE INSTALLING EVERGUARD

®

 TPO COVER TAPE.

4. THIS DETAIL IS NOT TO BE USED ON SLOPES GREATER THAN 1:12. FOR SLOPES GREATER THAN 1:12, REFER TO EVERGUARD

®

 DETAIL 218 OR 219.

5. FLEXSEAL

™

 CAULK GRADE SEALANT SHOULD BE FEATHERED OUT AND APPLIED TO BOTH INSIDE AND OUTSIDE EDGES. ENSURE PRIMER EXTENDS UNDER

FLEXSEAL

™

 CAULK GRADE SEALANT.

6. DO NOT OVERLAP ENDS OF FLASHING STRIP/COVER TAPE.

1.

2.

3. REFER TO 

EVERGUARD

®

 DETAIL 204 FOR COATED METAL JOINTS.

4. A CONTINUOUS METAL CLEAT IS REQUIRED.

5. 25-YEAR GUARANTEES AND ABOVE MUST USE EXTREME ACCESSORIES.

6. FOR HEAT-WELDING LAPS USE 1.5" (38.1 mm) WELD WITH MACHINE AUTOMATIC WELDER AND 2" (50.8 mm) WELD WITH HAND WELDER.

1.

2.

3. EDGE OF MEMBRANE SHOULD NOT TERMINATE BELOW GUTTER EDGES.

4. FOR HEAT-WELDING LAPS USE 1.5" (38.1 mm) WELD WITH MACHINE AUTOMATIC WELDER AND 2" (50.8 mm) WELD WITH HAND WELDER.

5. THIS DETAIL IS ONLY APPLICABLE TO NEW INSTALLATIONS.

WOOD NAILER, 5/4" (31.8 mm) x 4"

(102 mm) MIN. SECURED TO DECK

METAL DRIP EDGE WITH HEMMED EDGE

REINFORCED EVERGUARD

®

 MEMBRANE

(PERIMETER SHEET IF REQUIRED)

ANGULAR ROOFING

NAILS 12" (305 mm) O.C.

SHEET METAL

GUTTER BY OTHERS

GALVANIZED ANGULAR SHANK ROOFING

NAILS 4" (102 mm) O.C. STAGGERED OR

DRILL-TEC

™

 FASTENERS 12" (305 mm) O.C.

EVERGUARD

®

 TPO COVER TAPE

ANGULAR ROOFING

NAILS 12" (305 mm) O.C.

SHEET METAL

GUTTER BY OTHERS

REINFORCED EVERGUARD

®

 MEMBRANE

(PERIMETER SHEET IF REQUIRED)

GALVANIZED ANGULAR SHANK ROOFING

NAILS 4" (102 mm) O.C. STAGGERED OR

DRILL-TEC

™

 FASTENERS 12" (305 mm) O.C.

EVERGUARD

®

 TPO COVER TAPE

METAL DRIP EDGE WITH HEMMED EDGE

EVERGUARD

®

 COATED METAL DRIP EDGE

WITH HEMMED EDGE

EVERGUARD

®

TPO UTILITY

FLASHING MEMBRANE (TPO

ONLY) OR MIN. 8" (203 mm)

WIDE REINFORCED

EVERGUARD

®

 MEMBRANE

GALVANIZED ANGULAR SHANK ROOFING

NAILS 4" (102 mm) O.C. STAGGERED OR

DRILL-TEC

™

 FASTENERS 12" (305 mm) O.C.

SHEET METAL

GUTTER BY OTHERS

REINFORCED EVERGUARD

®

 MEMBRANE

(PERIMETER SHEET IF REQUIRED)

METAL FASCIA CLEAT

FASTENED WITH DRILL-TEC

™

FASTENERS 12" (305 mm) O.C.

1.

2.

3. PRIME THE METAL ONLY WITH EVERGUARD

®

 TPO PRIMER. DO NOT SPILL PRIMER ON WELDED SEAM AREA.

4. HEAT WELD THE END JOINT COVER STRIP OF DETAILING MEMBRANE TO THE MEMBRANE AREA USING EITHER A ROBOTIC OR HAND WELDER TO SPEC.

5. HEAT WELD THE MEMBRANE (NON-ADHESIVE SIDE ONLY) TO MEMBRANE AREA USING EITHER A ROBOTIC OR HAND WELDER TO SPEC.

6. REFER TO DETAIL 218 FOR EVERGUARD

®

 COVER TAPE HEAT-WELD ROOF EDGE INSTALLATION.

REINFORCED EVERGUARD

®

 MEMBRANE

(PERIMETER SHEET IF REQUIRED)

SHEET METAL

GUTTER BY OTHERS

ANGULAR ROOFING

NAILS 12" (305 mm) O.C.

MEMBRANE EXTENDS MIN 1" (25.4 mm) BELOW

BAR FOR MECHANICALLY ATTACHED SYSTEMS

EVERGUARD

®

TPO UTILITY

FLASHING MEMBRANE (TPO

ONLY) OR MIN. 8" (203 mm)

WIDE REINFORCED

EVERGUARD

®

 MEMBRANE

DRILL-TEC

™

TERMINATION BAR

FASTENED 6" (127 mm)

O.C. WITH DRILL-TEC

™

FASTENERS

PRIMER MEMBRANE AREA BEHIND SEALANT

WITH EVERGUARD

®

TPO PRIMER

FLEXSEAL

™

 CAULK GRADE SEALANT

OR EVERGUARD

® 

 WATER-BLOCK

REINFORCED EVERGUARD

®

 MEMBRANE

(PERIMETER SHEET IF REQUIRED)

SHEET METAL

GUTTER BY OTHERS

ANGULAR ROOFING

NAILS 12" (305 mm) O.C.

GAV. ANGULAR

SHANK ROOFING

NAILS 4" (102 mm)

O.C. STAGGERED

OR DRILL-TEC

™

FASTENERS 12"

(305 mm) O.C.

METAL DRIP EDGE

WITH HEMMED EDGE

EVERGUARD 

®

 TPO

COVER TAPE

HEAT-WELD STRIP - 6"

(152 mm) END LAP. DO

NOT OVERLAP ENDS
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LEGEND

EVERGUARD

®

 TPO PRIMER (SEE NOTE #3)

CONTINUOUS BEAD OF FLEXSEAL

™

CAULK GRADE SEALANT (SEE NOTE 5)

EVERGUARD

®

 TPO PRIMER (SEE NOTE #3)

HEAT-WELDED LAP

HEAT-WELDED

FLEXSEAL

TM

 CAULK-GRADE SEALANT

EVERGUARD

®

 TPO PRIMER (SEE NOTE #3 & #4)

FLEXSEAL

TM

 CAULK-GRADE SEALANT
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